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LOW MELT ALLOYS 
 
 

JA6 This is a lead free alloy that produces a bright silver colour. It is 
suitable for giftware, goblets and the like. Great for finer jewellery 
like rings and delicate buckles. 

 
   Casting Range:  275 – 330°C 
 

JA7 Excellent low cost alloy where relatively high weight is not a 
problem. It  is suitable for larger objects over 50 mm wide and 
over 5mm thick. 

 
Casting range: 310 – 360°C 

 
JA8 This alloy offers superior ductility than some other low melt 

alloys. It can be bent without breaking. 
 

Casting range: 270 – 320°C 
 

JA12 A quality casting pewter, suitable for small pieces of jewellery, 
key rings etc. It is an excellent casting alloy giving fine definition, 
high strength and superior polishing characteristics. Contains a 
small amount of lead. 

 
Casting range: 275 – 330°C 

 
All Alloys are sold by the stick: Sticks vary between approximately 250 - 850gm. 

 
 
Why not try our high temperature RTV Silicone Moulding Rubbers with 

these low melt alloys? 
 

      Pack Sizes Available 
Wacker M4470  520g  1.04kg 5.2kg  20.8kg 
Wacker M4670    1.1kg  5.5kg  33kg  
Premium Blue    1.1kg  5.5kg  20kg 
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